MILES - PLATTS
L]

o Bobbin Size | Type | a b c d h |sp/spl| m n p Part No
EI150/40 | SS | 51.0| 40.0 | 74.0 2.0 [100.0|100.0| 84.0 | E1500401
—ml | || | ”lT * EI15040 | DS | 51.0 | 400 | 740 |320| 375| 20 [100.0|1000| 840 | E1500402
EI150/40 | SS | 51.0| 400 | 740 20 [100.0|100.0| 79.0 | E1500403
n b EI150/50 | SS | 51.0 | 500 | 740 20 [100.0|109.0| 840 | E1500501
EI150/50 | DS | 51.0| 50.0 | 740 | 320 375| 20 |100.0|109.0| 84.0 | E1500502
LJ' | || | ”lL + EI150/50 | SS | 51.0 | 50.0 | 74.0 2.0 |100.0|109.0| 79.0 | E1500503
EI150/60 | SS | 51.0| 60.0 | 740 20 [100.0|119.0| 840 | E1500601
EI150/60 | DS | 51.0 | 60.0 | 740 [320| 375| 20 [100.0|119.0| 840 | E1500602
(7)) - m EI150/60 | SS | 51.0 | 60.0 | 74.0 2.0 [100.0|119.0| 79.0 | E1500603
g EI150/70 | SS | 51.0| 70.0 | 74.0 2.0 |100.0|1285| 84.0 | E1500701
=4 p ‘j EI150/70 | DS | 51.0| 70.0 | 740 [320| 375| 20 [100.0|1285| 84.0 | E1500702
g __I spl EI150/70 | SS | 51.0 | 70.0 | 740 20 |100.0|1285| 79.0 | E1500703
» EI150/80 | SS | 51.0| 80.0 | 74.0 2.0 |100.0|139.0| 84.0 | E1500801
i EI150/80 | DS | 51.0 | 80.0 | 740 |320| 375| 20 |100.0|139.0| 84.0 | E1500802
I — EI150/80 | SS | 51.0| 80.0 | 740 20 |100.0|139.0| 79.0 | E1500803
ii S EI150/90 | SS | 51.0| 90.0 | 740 20 |100.0 | 148.0| 840 | E1500901
" EI150/90 | DS | 51.0| 90.0 | 740 |320| 375| 20 |100.0|148.0| 84.0 | E1500902
’""H""’ EI150/90 | SS | 51.0 | 90.0 | 74.0 2.0 |100.0 | 148.0| 79.0 | E1500903
it EI 150100 | SS | 51.0 | 100.0| 74.0 20 [100.0|159.0| 840 | E1501001
J | EI150100 | DS | 51.0 | 100.0| 740 [320| 375| 20 |100.0|159.0| 84.0 | E1501002
h f—— EI150/100 | SS | 51.0 | 100.0| 74.0 2.0 [100.0|159.0| 79.0 | E1501003
i
I__ Standard material: Nylon 6 glass reinforced
¢ —

Dimensions in millimetres

n ‘5 Bobbin Size | Type | a b c d h |sp/spl| m n p Part No
J El 180/60 SS 60.0 | 60.0 | 89.0 20 [117.0|130,5| 100.0 | E1800601
J H H H EI180/60 | DS | 60.0 | 60.0 | 89.0 [38.0| 440| 20 |[117.0|1305| 100.0 | E1800602
El 180/60 SS 60.0 | 60.0 | 89.0 20 |117.0|130,5| 94.0 | E1800603
lt—m 4,1 EI 180/70 SS 60.0 | 70.0 | 89.0 20 |117.0|142.0( 100.0 | E1800701
EI 180/70 DS 60.0 | 70.0 | 89.0 | 38.0| 44.0| 2.0 |117.0|142.0| 100.0 | E1800702
El 180/70 &3 60.0 | 70.0 | 89.0 20 |117.0|142.0| 94.0 | E1800703
El 180/80 SS 60.0 | 80.0 | 89.0 20 |117.0|148.0| 100.0 | E1800801
P EI 180/80 DS 60.0 | 80.0 | 89.0 |38.0| 440| 20 |117.0|148.0( 100.0 | E1800802
ﬁ" sp1 EI 180/80 SS 60.0 | 80.0 | 89.0 20 [117.0|148.0| 94.0 | E1800803
El 180/90 SS 60.0 | 90.0 | 89.0 2.0 |117.0 | 160.0| 100.0 | E1800901
El 180/90 DS 60.0 | 90.0 | 89.0 |38.0| 440| 20 |117.0|160.0| 100.0 | E1800902
E1800801 EI180/90 | SS | 60.0 | 90.0 | 89.0 20 |117.0|160.0| 940 | E1800903
- sp EI 180/100 SS 60.0 | 100.0| 89.0 20 [117.0(171.0| 100.0 | E1801001
El 180/100 SS 60.0 | 100.0| 89.0 2.0 |117.0|171.0| 94.0 | E1801003
El 180/120 SS 60.0 | 120.0| 89.0 2.0 |117.0195.0| 100.0 | E1801201
El180/120 DS 60.0 | 120.0| 89.0 | 38.0| 440 | 20 |117.0|195.0| 100.0 | E1801202
$u d L El 180/120 SS 60.0 | 120.01 89.0 20 [117.01195.01 940 | E1801203
"1 h |
4»] Standard material: Nylon 6 glass reinforced
| —

Dimensions in millimetres

For further technical information please contact sales
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