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Most products are available direct from stock with 
same day despatch - please contact sales for details UL RECOGNISED

MOULDER - E176491
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Metric Range

EI 192 BOBBINS

EI 240 BOBBINS
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Standard material: Nylon 6 glass reinforced

Dimensions in millimetres

Standard material: Nylon 6 glass reinforced

Dimensions in millimetres

Bobbin Size Type a b c sp m n p Part No

EI 192/60 SS 64.0 60.0 95.6 2.5 126.0 134.0 103.5 E1920601
EI 192/65 SS 64.0 65.0 95.6 2.5 126.0 138.0 103.5 E1920651
EI 192/70 SS 64.0 70.0 95.6 2.5 126.0 144.0 103.5 E1920701
EI 192/80 SS 64.0 80.0 95.6 2.5 126.0 154.0 103.5 E1920801
EI 192/90 SS 64.0 90.0 95.6 2.5 126.0 164.0 103.5 E1920901
EI 192/100 SS 64.0 100.0 95.6 2.5 126.0 173.0 103.5 E1921001
EI 192/110 SS 64.0 110.0 95.6 2.5 126.0 182.0 103.5 E1921101
EI 192/120 SS 64.0 120.0 95.6 2.5 126.0 192.0 103.5 E1921201

Bobbin Size Type a b c f j sp m n p Bobbin Half 1 Bobbin Half 2  

EI 240/80 SS 80.0 80.0 120.0 40.0 90.0 3.0 158.0 180.0 130.0 EH240401 EH240401
EI 240/90 SS 80.0 90.0 120.0 3.0 158.0 190.0 130.0 EH240401 EH240501
EI 240/100 SS 80.0 100.0 120.0 50.0 100.0 3.0 158.0 200.0 130.0 EH240501 EH240501
EI 240/110 SS 80.0 110.0 120.0 3.0 158.0 210.0 130.0 EH240501 EH240601
EI 240/120 SS 80.0 120 120.0 60 110.0 3.0 158.0 220.0 130.0 EH240601 EH240601
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Miles-Platts terminals & wire pins are lead-free - all polymers meet the
ROHS directive (2002/95/EC). Please refer to website for details.

EI 240/60 SS 80.0 120.0 3.0 158.0 160.0 130.0 EH240301 EH24030160.0 30.0 80.0
EI 240/70 SS 80.0 120.0 3.0 158.0 170.0 130.0 EH240301 EH24040170.0

Double section versions available

EI 192/130 SS 64.0 130.0 95.6 2.5 126.0 205.0 103.5 E1921301
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Large Metric Range
Coil Bobbins for Metric Laminations
EI192 - Single Section (SS) & Double Section (DS) 
EI240 - Single Section (SS)
No Terminals
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Data for EI 240 Bobbins

a

n b

m

p

c

sp

d

h

Bobbin Size Type a b c d h sp m n p

EI 192/60 SS 64.0 60.0 95.6 - - 2.5 126.0 134.0 103.5

EI 192/65 SS 64.0 65.0 - - 2.5 126.0 138.0 103.5

EI 192/65 DS 64.0 65.0 42.5 45.0 2.5 126.0 138.0 103.5

EI 192/70 SS 64.0 70.0 95.6 - - 2.5 126.0 144.0 103.5

EI 192/70 DS 64.0 70.0 95.6 42.5 45.0 2.5 126.0 144.0 103.5

EI 192/80 SS 64.0 80.0 95.6 - - 2.5 126.0 154.0 103.5

EI 192/80 DS 64.0 80.0 95.6 42.5 45.0 2.5 126.0 154.0 103.5

EI 192/90 SS 64.0 90.0 95.6 - - 2.5 126.0 164.0 103.5

EI 192/90 DS 64.0 90.0 95.6 42.5 45.0 2.5 126.0 164.0 103.5

EI 192/100 SS 64.0 100.0 95.6 - - 2.5 126.0 173.0 103.5

EI 192/100 DS 64.0 100.0 95.6 42.5 45.0 2.5 126.0 173.0 103.5

EI 192/110 SS 64.0 110.0 95.6 - - 2.5 126.0 182.0 103.5

EI 192/120 SS 64.0 120.0 95.6 - - 2.5 126.0 192.0 103.5

EI 192/130 SS 64.0 130.0 95.6 - - 2.5 126.0 205.0 103.5

Data for EI 192 
Bobbins
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Bobbin Size Type a b c d h sp m n p

EI 192/60 SS 64.0 60.0 95.6 - - 2.5 126.0 134.0 103.5

EI 192/65 SS 64.0 65.0 - - 2.5 126.0 138.0 103.5

EI 192/65 DS 64.0 65.0 42.5 45.0 2.5 126.0 138.0 103.5

EI 192/70 SS 64.0 70.0 95.6 - - 2.5 126.0 144.0 103.5

EI 192/70 DS 64.0 70.0 95.6 42.5 45.0 2.5 126.0 144.0 103.5

EI 192/80 SS 64.0 80.0 95.6 - - 2.5 126.0 154.0 103.5

EI 192/80 DS 64.0 80.0 95.6 42.5 45.0 2.5 126.0 154.0 103.5

EI 192/90 SS 64.0 90.0 95.6 - - 2.5 126.0 164.0 103.5

EI 192/90 DS 64.0 90.0 95.6 42.5 45.0 2.5 126.0 164.0 103.5

EI 192/100 SS 64.0 100.0 95.6 - - 2.5 126.0 173.0 103.5

EI 192/100 DS 64.0 100.0 95.6 42.5 45.0 2.5 126.0 173.0 103.5

EI 192/110 SS 64.0 110.0 95.6 - - 2.5 126.0 182.0 103.5

EI 192/120 SS 64.0 120.0 95.6 - - 2.5 126.0 192.0 103.5

EI 192/130 SS 64.0 130.0 95.6 - - 2.5 126.0 205.0 103.5

Data for EI 192 
Bobbins

Iss. 3. Sept 2011

Bobbin Size Type a b c d h sp m n p Part Number

EI 192/60 SS 64.0 60.0 95.6 - - 2.5 126.0 134.0 103.5 EI920601
EI 192/65 SS 64.0 65.0 95.6 - - 2.5 126.0 138.0 103.5 EI920651
EI 192/65 DS 64.0 65.0 95.6 42.5 45.0 2.5 126.0 138.0 103.5 EI920652
EI 192/70 SS 64.0 70.0 95.6 - - 2.5 126.0 144.0 103.5 EI920701
EI 192/70 DS 64.0 70.0 95.6 42.5 45.0 2.5 126.0 144.0 103.5 EI920702
EI 192/80 SS 64.0 80.0 95.6 - - 2.5 126.0 154.0 103.5 EI920801
EI 192/80 DS 64.0 80.0 95.6 42.5 45.0 2.5 126.0 154.0 103.5 EI920802
EI 192/90 SS 64.0 90.0 95.6 - - 2.5 126.0 164.0 103.5 EI920901
EI 192/90 DS 64.0 90.0 95.6 42.5 45.0 2.5 126.0 164.0 103.5 EI920902
EI 192/100 SS 64.0 100.0 95.6 - - 2.5 126.0 173.0 103.5 EI921001
EI 192/100 DS 64.0 100.0 95.6 42.5 45.0 2.5 126.0 173.0 103.5 EI921002
EI 192/110 SS 64.0 110.0 95.6 - - 2.5 126.0 182.0 103.5 EI921101
EI 192/120 SS 64.0 120.0 95.6 - - 2.5 126.0 192.0 103.5 EI921201
EI 192/130 SS 64.0 130.0 95.6 - - 2.5 126.0 205.0 103.5 EI921301

Standard materials: Nylon 6 glass reinforced.   Dimensions in millimetres.

E1921101


