L Range - No Terminals
Coil Bobbins for UK/USA Format Laminations MILES - PLATTS

UK Pattern 638

USA EI212 _
Single Section (SS) & Double Section (DS)

2 Flange (2FL) & 3 Flange (3FL) versions available

UK 638
USA El 212
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Bobbin us Type | a b c Core | Frame | Part ¢ —=
Size lam. size Material | VA No.
638x21/4 | EI212 | SS | 2.244|4.724 400-50 972 | L05000 3345
638x21/4 | El212 | DS | 2244|4724 | 1.456 | 400-50 972 | L05010
638x258 | El212 | SS | 2.627|5.106 400-50 1103 | L05100
638x258 | El212 | DS | 2.627|5.106 | 1.456 | 400-50 1103 | L05110
638 x3 El212 | SS | 2.993|5.473 400-50 1229 | L05200
638 x3 El212 | DS | 2993|5473 | 1.456 | 400-50 1229 | L05210
638x31/4 | El212 | SS | 3.250]5.752 400-50 1310 | L05225
638x31/4 | El212 | DS | 3250|5.752 | 1.456 | 400-50 1310 | L05235
638 x 4 El212 | SS | 4.016|6.495 400-50 1542 | L05300
638 x 4 El212 | DS | 4.016|6.495 | 1.456 | 400-50 1542 | L05310

Standard materials: Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0. Alternative materials available - refer to
section 2, page 10. Dimensions in inches.

For further technical information please contact sales
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