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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491

   

218 X 0.200/6/VERTICAL
USA EI187 (Also known as E19/8/5)

218 X 0.200/8/VERTICAL - USA EI187 (Also known as E19/8/5)

 

Standard materials: Nylon 66 glass reinforced to UL94V0
Pin material: Half Hard Brass    Dimensions in inches

Standard materials: Nylon 66 glass reinforced to UL94V0
Pin material: Copper    Dimensions in inches
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No. of Pin
Bobbin pins Dia Pin

size Type available a Part No. Part No.

218 x 0.200 SS 6 (2 x 3) 0.028 TBS 028-355-128 VM3000
218 x 0.200 SS 6 (2 x 3) 0.032 TBS 032-355-128 VM3010
218 x 0.200 SS 6 (2 x 3) 0.036 TBS 036-355-128 VM3040

No. of Pin
Bobbin pins Dia

size Type available a Part No.

218A x 0.200 SS 8 (2 x 4) 0.028 VM3100
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Option A Option B
Pin: TCR 028-360-U Pin: TCR 028-330-U
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* Contact sales office for availability


